
FA 20 402 03 FA 20 402 07FA 20 402 03B FA 20 402 07B

REF.

R (kN)

+

LG.

KG

MAT.

EN 360

VG11.060 VG11.060

FA 20 402 03                  FA 20 402 03B

3.13 KG 2.86 KG

x2

12 kN 12 kN

YES NO

x2

YES NO

EN 360

FA 20 402 07                  FA 20 402 07B

4.08 KG 3.70 KG

3.5 m

140 KG

Ø4.8 mm Ø4.5 mm Ø4.8 mm Ø4.5 mm

140 KG

7.0 m

PA PA PA PA 

II2 G Exh IIC T6 Gb II2 G Exh IIC T6 Gb
EN 360 §4.6 (endurance test)EN 360 §4.6 (endurance test)

Kratos



FA 20 402 10 FA 20 402 10B FA 20 402 10S

REF.

R (kN)

+

LG.

KG

MAT.

EN 360 EN 360 EN 360

FA 20 402 10 FA 20 402 10B FA 20 402 10S

4.82 KG 4.50 KG 4.50 KG

x2 x2 x2

YES NO NO

10.0 m

140 KG

VG11.060

Ø4.8 mm
PA 

Ø4.5 mm
PA 

Ø4.5 mm
PA 

12 kN12 kN 12 kN

II2 G Exh IIC T6 Gb II2 G Exh IIC T6 Gb
EN 360 §4.6 (endurance test) EN 360 §4.6 (endurance test)

Kratos



FA 20 402 20
FA 20 402 20S

REF.

R (kN)

+

LG.

KG

MAT.

7.49 KG 7.70 KG 7.70 KG

x2 x2

NO NO

EN 360

FA 20 402 20   |   FA 20 402 20S

140 KG

20.0 m

Ø4.5 mm
PA 

Ø4.5 mm
PA 

12 kN 12 kN

II2 G Exh IIC T6 Gb II2 G Exh IIC T6 Gb
EN 360 §4.6 (endurance test) EN 360 §4.6 (endurance test)

FA 20 402 15

EN 360

FA 20 402 15  |  FA 20 402 15B

8.01 KG

x2

YES

15.0 m

140 KG

VG11.060

Ø4.8 mm
PA 

12 kN

FA 20 402 15B

Ø4.5 mm
PA 

x2

NO

12 kN

II2 G Exh IIC T6 Gb
EN 360 §4.6 (endurance test)

Kratos




